CG300 WIRED PANEL

Model No. Image Description Features Specification
One Button Switch (RS485) 1. 1 Button control panel Operating voltage: DC24V
2. Two-way control function: Support Dimension LX W x D: 86 x 86 x 23 mm
3. Button Icon customization: Support Frame: Plastic
B Control communications: RS485
CG300S1 i
Retail Price: US$66.00
Two Button Switch (RS485) 1. 2 Button control panel Operating voltage: DC24V
2. Two-way control function: Support Dimension LX W x D: 86 x 86 x 23 mm
3. Button Icon customization: Support Frame: Plastic
Control communications: RS485
CG300S2 = | &
Retail Price: US$67.00
Four Button Switch (RS485) 1. 4 Button control panel Operating voltage: DC24V
2. Two-way control function: Support Dimension LX W x D: 86 x 86 x 23 mm
= A 3. Button Icon customization: Support Frame: Plastic
B Control communications: RS485
CG300S4
| = | 9
Retail Price: US$69.00
Eight Button Switch (RS485) 1. 8 Button control panel Operating voltage: DC24V
2. Two-way control function: Support Dimension LX W x D: 86 x 86 x 23 mm
o> @ 3. Button Icon customization: Support Frame: Plastic
i} Control communications: RS485
CG300K4 & ||
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Retail Price: US$73.00
Theromstat (RS485) 1. ON/OFF/ FAN SPEED/ TEMPERATURE control panel Operating voltage: DC24V
foi 2. Button Icon customization: Support Dimension LX W x D: 86 x 86 x 23 mm
cE - Frame: Plastic
i Control communications: RS485
CG300TH g -

Retail Price: US$140.00

CG300S1-DRY

Retail Price: US$42.00

One Button Switch (DRY-CONTACT)

1. 1 Button control panel
2. Button Icon customization: Support

Dimension LXW x D: 86 x 86 x 23 mm
Frame: Plastic
Output: Dry-contact signal

CG300S2-DRY

Retail Price: US$43.00

Two Button Switch (DRY-CONTACT)

1. 2 Button control panel
2. Button Icon customization: Support

Dimension LXW x D: 86 x 86 x 23 mm
Frame: Plastic
Output: Dry-contact signal

CG300S4-DRY

Retail Price: US$45.00

Four Button Switch (DRY-CONTACT)

1. 4 Button control panel
2. Button Icon customization: Support

Dimension LXW x D: 86 x 86 x 23 mm
Frame: Plastic
Output: Dry-contact signal




