WIRED ACCESSORIES

Model No. Image Description Features Specification
Motion Sensor 1. Maximum Detection Distance: 8m Operating voltage (Battery version): CR123A
2. Maximum Detection Angle: 120° Operating voltage (AC Version): AC 100-230VAC 50/60Hz ( External
m.;,,w 3. Low Battery indicate: YES AC/DC mini power module)
4 \‘ Dimension: ¢55 x 24mm(H)
CG510MS ‘\\ ] Control communications: ZigBee, IEEE 802.15.4 , MESH Network
\ J Radio frequency: 2.4 GHz, 16 channels
Retail Price: US$100.00
Light Sensor 1. Detection Wide Dynamic Range 18,000,000 : 1 Low Lux Operating voltage (Battery version): CR123A
Performance 0.01 lux Operating voltage (AC Version): AC 100-230VAC 50/60Hz ( External
m;mw 2. Low Battery indicate YES AC/DC mini power module)
_ “ Dimension D x H: 55 x 24 mm(H)
CG510LS “\\ | Control communications: ZigBee, IEEE 802.15.4 , MESH Network
\ J i Radio frequency: 2.4 GHz, 16 channels
Retail Price: US$100.00
===== : Temperature and humidity sensor 1. Temperature and humidity measurement Operating voltage: DC6V, 300mA
2. Temperature range: -10 to 50 °C Dimensions: 117mm(L) x 86mm(W) x 41mm(D)
. 3. Temperature accuracy +/-1 °C Control communications: ZigBee, IEEE 802.15.4 , MESH Network
] e Radio frequency: 2.4 GHz, 16 channels
CG500TM '—!—H'
Retail Price: US$231.00
o e 3 CO2 sensor 1. Detect CO2 level Operating voltage: DC6V, 300mA
2. CO2 range 0 to 5000ppm (Estimated) Dimensions: 117mm(L) x 86mm(W) x 41mm(D)
: . 3. Software programmable alert status Control communications: ZigBee, IEEE 802.15.4 , MESH Network
g S Radio frequency: 2.4 GHz, 16 channels
CG500C02 € *

Retail Price: US$206.00




