MEL..MA
LIt “f/‘@[f’[ DW
° Q Y WIRELESS ACCESSORIES
= Systems
Model No. Image Description Features Specificaton
Mini one gang switch module 1. Mini 1 gang switch module Operating voltage: AC100-240V, 50/60Hz
2. ON / OFF control Dimension Lx W x D: 40 x 43 x 24 mm
a8l 000 3. Maximum capacity loading : 800W Control communications: ZigBee, IEEE
4 802.15.4 , MESH Network
CG40381 3 Radio frequency: 2.4 GHz, 16 channels
©00000
Mini two gang switch module 1. Mini 2 gang switch module Operating voltage: AC100-240V, 50/60Hz
) 2. ON / OFF control Dimension L x W x D: 40 x 43 x 24 mm
00" 000 3. Maximum capacity loading : 600W Control communications: ZigBee, IEEE
5 802.15.4 , MESH Network
CG403S2 g Radio frequency: 2.4 GHz, 16 channels
%0800
Mini one gang dimmer module 1. Mini 1 gang dimmer module Operating voltage: AC100-240V, 50/60Hz
N 2. Leading edge dimming control Maximum capacity loading : 200W
Dimension L x W x D: 42 x 45 x 24 mm
Control communications: ZigBee, IEEE
CG403DM 802.15.4 , MESH Network
Radio frequency: 2.4 GHz, 16 channels
Mini Zigbee IR transmitter 1. ZigBee wireless remote control Operating voltage: DC6V 600mA
2. Control audio visual equipment, A/Cand  |Dimensions: 40mm(L) x 43mm(W) x
000 Bee other IR devices 24mm(D)
Srgiee 3 Control communications: ZigBee, IEEE
CG102IR2v2 . 802.15.4,, MESH Network
— Radio frequency: 2.4 GHz, 16 channels
L90099®
Zigbee IR transmitter 1. ZigBee wireless remote control Operating voltage: DC6V 600mA
2. Control audio visual equipment, A/Cand  |Dimensions: 40mm(L) x 43mm(W) x
other IR devices 24mm(D)
3. Learning IR code Control communications: ZigBee, |IEEE
CG102IR K 802.15.4, MESH Network
: Radio frequency: 2.4 GHz, 16 channels
N ——
Multi-function Zigbee Remote 1. Remote control on CityGrow’s smart Operating voltage: Rechargeable inbuilt
devices such as switches, dimmers and IR lithium battery 5V, 0.1A
devices. Dimensions: 76mm(L) x 50mm(W) x
2. Support scene control on lighting, curtain, |17mm(D)
air-conditioning and IR devices. Control communications: ZigBee, IEEE
3. Control up to 12 customized settings. 802.15.4
CG102RV3 4. Control up to 50 lights/device Radio frequency: 2.4 GHz, 16 channels
independently.
5. Support multiple remotes within the same
ZigBee wireless network.
6. Support two-way control function.
7. Powered by inbuilt rechargeable lithium
battery.
8. Long batter life
Motion Sensor 1. Maximum Detection Distance: 8m Operating voltage (Battery version): CR123A
2. Maximum Detection Angle: 120° Operating voltage (AC Version): AC 100-
N;m_ 3. Low Battery indicate: YES 230VAC 50/60Hz ( External AC/DC mini
4 power module )
CG510MS \ Dimension: $55 x 24mm(H)
\ J Control communications: ZigBee, IEEE
o 802.15.4 , MESH Network
Radio frequency: 2.4 GHz, 16 channels
Light Sensor 1. Detection Wide Dynamic Range Operating voltage (Battery version): CR123A
18,000,000 : 1 Low Lux Performance 0.01 lux |Operating voltage (AC Version): AC 100-
Dsﬁ 2. Low Battery indicate YES 230VAC 50/60Hz ( External AC/DC mini
¥ power module )
CG510LS N Dimension D x H: $55 x 24 mm(H)
\ @ Control communications: ZigBee, |IEEE
802.15.4 , MESH Network
Radio frequency: 2.4 GHz, 16 channels
) Temperature and humidity sensor 1. Temperature and humidity measurement |Operating voltage: DC6V, 300mA
2. Temperature range: -10 to 50 °C Dimensions: 117mm(L) x 86mm(W) x
. 3. Temperature accuracy +/-1 °C 41mm(D)
e Control communications: ZigBee, IEEE
CG500TM '-‘—H—‘ 802.15.4 , MESH Network
Radio frequency: 2.4 GHz, 16 channels
o 8 CO2 sensor 1. Detect CO2 level Operating voltage: DC6V, 300mA
2. CO2 range 0 to 5000ppm (Estimated) Dimensions: 117mm(L) x 86mm(W) x
. 3. Software programmable alert status 41mm(D)
e Control communications: ZigBee, IEEE
CG500C02 € * 802.15.4 , MESH Network
! I | Radio frequency: 2.4 GHz, 16 channels
ZigBee Base Station 1. Maximum number of devices: 120 ZigBee |Operating voltage: DC6V, 1A
devices Dimensions: 40.2mm(H) x 130mm(W) x
2. Support mobile devices using iOS and 130mm(D)
Android platforms. Ethernet port Fast Ethernet: UTP Cat5,
3. Fully compatible with CityGrow HomeNet2 |EIA/TIA-568 100-ohm screened twisted-pair
CG102BS-R mobile App. (STP)
4. Support remote access / control / Control communications: ZigBee, IEEE
monitoring through the Internet. 802.15.4 , MESH Network
5. Support scheduling function. Radio frequency: 2.4 GHz, 15 channels
6. Support group control
7. Remote access




